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VOLT® Low Voltage Landscape Lighting
VOLT® Multi-Flux Integrated LED Brass Spotlight (Bronze) - VAL-2011-BBZ

 Z Solid Brass Construction.

 Z 5-Stage dimming capabilities with a push button (100%, 
80%, 60%, 40%, and 20%)

 Z Pre-aged finish - a natural patina that does not corrode.

 Z Silicone plug at lead wire exit prevents ground moisture 
and insects from entering luminaire through the stem.

 Z Designed for toolless adjustments.

 Z Extra-long (1-inch) strip resistant threading and solid brass 
locknut provide superior mounting stability.

 Z Heavy duty adjustable knuckle and adjustable glare guard- 
allows light to be precision aimed.

Product Description

Features & Benefits

Product Dimensions

 Z Construction: Brass

 Z Finish: Bronze

 Z Lead Wire: 18AWG

 Z Mounting: VOLT® 10” Hammer® Stake with wire slot

 Z Lens: Clear Flat Glass

 Z Beam Angle: 60°

 Z Operating Voltage: 12VAC 

 Z Powered by: VOLT’s Low Voltage Transformer

 Z CCT: 2700K 

 Z Energy Consumption (watts): 11w @ 100%

 Z Lumens 

• 100%: 750lm 

• 80%: 625lm

• 60%: 525lm

• 40%: 345lm

• 20%: 175lm

Specifications

Lifetime Warranty

Warranty

File #E466348

Certifications

File #E466348LISTED

The VOLT® Multi-Flux Integrated LED Brass Spotlight is specially 
designed for convenient manual dimming. With a built-in push 
button, this integrated LED spotlight can easily be dimmed in 
5 stages (20% intervals) – no remote control is required. The 
manual dimming allows for setting the ideal illumination level 
based on the intended application. Constructed of solid brass 
with an antique bronze finish for a lifetime of durability and 
beauty. Features toolless adjustability for easy installation 
and fine-tuning. Backed by VOLT®’s Lifetime Warranty.
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