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AMP® Low Voltage Landscape Lighting
SpectrumPro R7S Flood Light- AFL-4014-4-B-BZ 
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PRODUCT SPECIFICATIONS
Project Name___________________________________ Date____________

Type or Model___________________________________ Qty_____________

File #E466348

Max 20 Watts
File #E466348

Max 20 Watts

The AMP® SpectrumPro R7s Flood Light is our first lamp-
ready fixture that can be manually dimmed. It utilizes a 
LED or Halogen R7s bulb that “floats” within the fixture 
body and can be rotated to dim and adjust the light 
output of the fixture (380 lumens max. can be dimmed 
to 80 lumens). The SpectrumPro is made of solid cast 
brass and has a wide profile to allow for a broad area of 
illumination. It has a flat, frosted lens that diffuses and 
softens the light output to prevent chaotic shadowing 
effects. Thumb screws on the face of the fixture are 
made water tight with an O-ring and the fixture body 
has a pressure-fit gasket, making this fixture water 
resistant. It has a toothed knuckle with a tool-less 
adjustment for precision aiming with ease.

6.42” 3.75”

3.15”
2”

◗◗ Tooless adjustability to allow for easy on the spot 
adjustments. 

◗◗ Pre-aged finish; no powder coating, paint or finish to wear off 
or peel—just natural patina that does not corrode.

◗◗ Silicone plug at lead wire exit prevents ground moisture and 
insects from entering luminaire through the stem.

◗◗ Manual rotatable R7s bulb to adjust brightness. 

◗◗ Pressure fit gasket for tight seal to protect against water and 
dust entry. 

◗◗ Knuckle with teeth allows for a tight locking angle that will 
not drop over time. 

◗◗ Construction: Brass

◗◗ Finish: Bronze

◗◗ Lead Wire: 18AWG

◗◗ Lens: Frosted Flat Lens

◗◗ Light Source (sold separately): R7s Bulb

◗◗ Operating Voltage: 12VAC 

◗◗ Powered by: AMP’s Low Voltage Transformer


